












M35 / D35       

Telaio / 
Dimensioni / lunghezza max (m) /

altezza max (m) /
raggio di sterzata su strada (m) / 
raggio di stgerzata in lavoro(m) / 
larghezza max (m) / 2,55 2,90
passo (m) /
peso (kg) / 11.500 12.000
carreggiata anteriore (m) /
carreggiata posteriore (m) /

Motore /

regime di lavoro (rpm) /
Trasmissione idrostatica ad alta pressione

pompa a portata variabile /
motore /

Cambio /
Velocità / velocità di lavoro 0 to 8 (km/h) /

velocità di trasferimento 0 to 25 (km/h) /
Pneumatici / anteriori e posteriori /
Assali /
Sterzo / idrostatico /

Impianto elettrico / Electric System 24 Volts
Impianto idraulico linee indipendenti n° / 9 10

motori idraulici su cuscinetti /
elettro-distributori con manometro / 
accoppiatore a tre prese / 
tubi R2 /  
motori a velocità regolabile /

Dimensione organi di lavoro larghezza variabile testata di raccolta(cm) /
larghezza testata di raccolta (cm) /
larghezza camera scuotitore (cm) /
larghezza nastro alim. selezionatrice (cm)

90 115

larghezza nastro di scarico (cm) / 
altezza max scarico (cm) / 

Selezionatore ottico tipo di processore /  35 45
cilindri a espulsione in inox /
pressione di lavoro (bar)  /
elettrovalvole alta portata / 
velocità max nastro alim. selezionatore / 
velocità palette selezionatore / 

Capacità massima di raccolta
45 ton/h 65 ton/h

struttura tubolare in acciaio/ 

2,60

1,65
1,65

11.650
3,60
6,40
3,30

1.900

75 cc
75 cc 

a 2 rapporti meccanici e comando elettroidraulico /

425/75 R20
Hurt; mozzo a 8 colonnette e 4 planetari /

110 - 160
120
120

90
380

3,50/4

70 m/min
35 colpi/sec - 35 hits/sec 

UE: VOLVO PENTA 129 KW (175 CV) STAGE V
       VOLVO PENTA 160 KW (218 CV) STAGE V  
EXTRA UE: NEV 129 KE (175 CV) STAGE III

           VOLVO PENTA 160 KW (218 CV) STAGE III

Frame
Dimensions max. length (m)

max. height (m)

max. width (m)
pitch (m)

weigth (kg)
front track gauge (m)

steering radius on the road (m)
steering radius at work (m)

rear track gauge (m)

tubular steel structure designed using finite element method

Working rate (rpm)
 / high pressure hydrostatic

variable flow pump 
motor

work speed 0 to 8 (km/h)
driving speed 0 to 25 (km/h)

front and rear

hydrostatic
idrostatico a disco in bagno d'olio sui semiassi / hydraulic with oil bath disk on axles shafts 
a disco sulla trasmissione / with disk on the drive transmission

with 2 electro-hydraulically controlled mechanical ratios

Hurth; hub with 8 stud bolts and 4 crown wheels 

Gears
Speed

Tyres
Axles

Freno di servizio / Parking brake 

 

Engine

Hydraulic System

Transmission

Steering System

Stationary brake
Freno di Stazionamento /

Dimension of Operational 
Components

no. of independent lines

R2 pipes
speed controlled motors

electro-distributors with manometer
hydraulic motors on bearings

three-socket coupler

Optical sorter

Max. harvesting capacity

variable width of harvesting tips (cm)
header width (cm)

sorter feeding belt width (cm)

shaking chamber width (cm)

disharge belt width (cm)
disharge max. height (cm)

microprocessor type
inox cylinders

working pressure (bar)
high flow solenoid valves

max. speed of sorter feeding belt
sorter finger speed

M45 / D45



Telaio / 
Dimensioni / lunghezza max (m) /

altezza max (m) /
raggio di sterzata su strada (m) / 
raggio di sterzata in lavoro(m) / 
larghezza max (m) / 3,50
passo (m) /
peso (kg) / 12.800
carreggiata anteriore (m) /
carreggiata posteriore (m) /

Motore /

regime di lavoro (rpm) /
Trasmissione idrostatica ad alta pressione

pompa a portata variabile /
motore /

Cambio /
Velocità / velocità di lavoro 0 to 8 (km/h) /

velocità di trasferimento 0 to 25 (km/h) /
Pneumatici / anteriori e posteriori /
Assali /
Sterzo / idrostatico /

Impianto elettrico / Electric System 24 Volts
Impianto idraulico linee indipendenti n° / 10

motori idraulici su cuscinetti /
elettro-distributori con manometro / 
accoppiatore a tre prese / 
tubi R2 /  
motori a velocità regolabile /

Dimensione organi di lavoro larghezza variabile testata di raccolta(cm) /
larghezza testata di raccolta (cm) /
larghezza camera scuotitore (cm) /
larghezza nastro alim. selezionatrice (cm)

127

larghezza nastro di scarico (cm) / 
altezza max scarico (cm) / 

Selezionatore ottico tipo di processore /  50
cilindri a espulsione in inox /
pressione di lavoro (bar)  /
elettrovalvole alta portata / 
velocità max nastro alim. selezionatore / 
velocità palette selezionatore / 

Capacità massima di raccolta
75 ton/h

struttura tubolare in acciaio/ 

2,60

1,65
1,65

11.650
3,60
6,40
3,30

1.900

75 cc
75 cc 

a 2 rapporti meccanici e comando elettroidraulico /

425/75 R20
Hurt; mozzo a 8 colonnette e 4 planetari /

150 - 180
150
150

90
380

3,50/4

70 m/min
35 colpi/sec - 35 hits/sec 

UE: VOLVO PENTA 160 KW (218 CV) STAGE V 
EXTRA UE: VOLVO PENTA 160 KW (218 CV) STAGE III

Frame
Dimensions max. length (m)

max. height (m)

max. width (m)
pitch (m)

weigth (kg)
front track gauge (m)

steering radius on the road (m)
steering radius at work (m)

rear track gauge (m)

tubular steel structure designed using finite element method

Working rate (rpm)
 / high pressure hydrostatic

variable flow pump 
motor

work speed 0 to 8 (km/h)
driving speed 0 to 25 (km/h)

front and rear

hydrostatic
idrostatico a disco in bagno d'olio sui semiassi / hydraulic with oil bath disk on axles shafts 
a disco sulla trasmissione / with disk on the drive transmission

with 2 electro-hydraulically controlled mechanical ratios

Hurth; hub with 8 stud bolts and 4 crown wheels 

Gears
Speed

Tyres
Axles

Freno di servizio / Parking brake 

 

Engine

Hydraulic System

Transmission

Steering System

Stationary brake
Freno di Stazionamento /

Dimension of Operational 
Components

no. of independent lines

R2 pipes
speed controlled motors

electro-distributors with manometer
hydraulic motors on bearings

three-socket coupler

Optical sorter

Max. harvesting capacity

variable width of harvesting tips (cm)
header width (cm)

sorter feeding belt width (cm)

shaking chamber width (cm)

disharge belt width (cm)
disharge max. height (cm)

microprocessor type
inox cylinders

working pressure (bar)
high flow solenoid valves

max. speed of sorter feeding belt
sorter finger speed

      EVOLUTION D50


